NEW UTICA TOOLS AND FEATURES 


No. 931-8”—Duck Bill Wiring Pliers 


Duck Bill pliers with long handles for high leverage. Slender handles 
shaped for comfort. This box joint keeps the jaws in perfect align- 
ment. It is smooth working. A perfect example of Utica’s superior 
workmanship. 

Weight Doz., Lbs.—5 


No. 470-5”—Printed Circuit Pliers 


No. 982-8”—Needle Nose Assembly Pliers 


—"— = 


This new box joint keeps jaws in perfect alignment. Will neither bind 
nor loosen, Features long, thin head ideal for reaching into small open- 
ings. A tool for the real craftsman. 


Weight Doz., Lbs.—434, 


No. 535-10”—Parallel Action Spreading Pliers 


It crimps as it cuts preventing the wire from sliding back through the 
hole of a printed circuit board. The compound leverage reduces oper- 
ator fatigue by smooth, easy cutting action. Formerly a custom tool 
but its popularity dictates that it be included in our regular line. 


Weight Doz., Lbs —414 


New Bauer-Coil Spring 


No more broken springs. This easily removable coil spring jis fully 
guaranteed against breakage. It won't pinch the fingers. Permits easy 
use of slip-on handles. It can be applied to almost any pliers. Used in 
tools ordered by a number of industries. 


Aviation Type Snips 


No. L-280 
Cuts Left 


Cut Left—Cut Right—Cut Straight with Real Cutting Power 


The compound leverage transmits power to the blades which results 
in effortless cutting of rugged metals up to 18 gauge. These snips 
feature 52 serrations to the inch, curved to divert the sheared metal. 


For removing synchronizing and snap rings in automotive transmis- 
sions. The parallel action together with the recess in the forged tip 
prevents rings from slipping when work load is applied to pliers. Spring 
in handle holds jaws closed . . . reverse action leverage opens them 


when handles are closed. 
Weight Doz., Lbs.—6 


No. 750-8”—Angle Locknut Pliers 


FIRED AMO ROLLER JAWS SECTION AT A SECTION AT 8 


Designed for electrical wiring work. Tightens locknuts in outlet 
boxes. Removes burrs from conduit or pipe. Cuts and skins rubber 
covered wire. Features a roller jaw and a fixed jaw which grips lock- 
nuts firmly. The base of the fixed jaw is sharpened for cutting while 
its tip has two edges used for scraping off conduit burrs. 


Weight Doz., Lbs.—634 


No. S-282 
Cuts Straight 


No. R-281 
Cuts Right 


The skillful design of the blades makes it easy to cut intricate patterns. 
Just the thing for countless jobs in home and industry. 


Weight Doz., Lbs.—1014 
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